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本数据是基于精密试验所得，以供阁下参考。对于使用后所得之一切结果，不负任何责任。这是因染厂有许多的变量超出

我们所能控制之范围。本公司仅保证产品之质量稳定不变。 
 
The information and data in this bulletin are based on accurate laboratory researches and are intended for your guidance.  
We cannot, however, accept any responsibility for the results obtained, in view of the numerous factors of application are 
beyond our control.  Our guarantee is limited to the unvarying quality of our products. 

嘉玛滑 FFA 
CHEMAWET FFA 

具有持久抑泡性能的除气和渗透促进剂。 

 
物理性质 
外观 ： 无色、半透明、粘稠液体。 
酸碱值（1% 溶液） ： 近乎中性。 
成份 ： 表面活性剂及除气剂的混合物。 
离子性 ： 阴离子 
溶解性 ： 轻易地混和及溶解于冷水或热水当中。 
兼容性 ： 与阴离子和非离子物质兼容。 
储存稳定性 ： 在 20oC，密封容器中，能保持稳定达一年以上。 
 
应用范围 
本产品具有极优越的抑泡性能，配合良好的润湿效应，能释放截留在液体内并强烈粘附于疏

水性纤维的微分散气泡。促进纤维及表面匀染性，减少沟流危险，并确保均匀的液态循环。 
 本产品在绝大部分的纺织湿整理的温度和酸碱值都有良好的稳定性。但在高浓度的酸或

碱的环境下，产品会呈现水解，降低效用。温度越高，水解的情况更加剧烈。但水解后

出来的物质，并不对处理中工序有任何不良的影响。 
 在特别的沸腾整理过程当中，应留意本产品的稳定性。 
 
应用建议 
CHEMAWET FFA 适合于大部分纺织湿处理工艺，尤其适合于要求快速及均匀渗透，和要求

低泡沫形成的处理环境。 
 
CHEMAWET FFA 可以直接加入冷或热的处理浴液当中，但一般情况下都建议先把原助剂用

数倍份量的水预先稀释，然后才加进处理浴液当中。 
 
CHEMAWET FFA 的使用量会因应不同的织物和不同的处理工艺而作出相应的调整。 
一般的使用情况下，0.2 至 1.5 克/升 CHEMAWET FFA 的用量已经足够应付。但在极端强烈

起泡情况下，可把使用量加大至 2 至 4 克/升而不对处理工艺有不良影响。 
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