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本数据是基于精密试验所得，以供阁下参考。对于使用后所得之一切结果，不负任何责任。这是因染厂有许多的变量超出

我们所能控制之范围。本公司仅保证产品之质量稳定不变。 
 
The information and data in this bulletin are based on accurate laboratory researches and are intended for your guidance.  
We cannot, however, accept any responsibility for the results obtained, in view of the numerous factors of application are 
beyond our control.  Our guarantee is limited to the unvarying quality of our products. 

除氧媒 150L 
CHEMINOX 150L 

酵素型双氧水去除剂 
 
CHEMINOX 150L 应用于氧漂的生物净化，即在染色之前，去除氧漂后残留于纺织品及其工艺环

境中的双氧水﹝过氧化氢﹞。CHEMINOX 150L 是一种特殊酵素型双氧水去除剂，其利用催化原

理，能在低温下迅速而有效地去除练漂之后残留在织物上之双氧水，具有节省能源、缩短工时、

减少用水、提高上色率等之优点。与传统式双氧水去除剂完全不同，可以说是一种创新的产品，

非常具有经济效益。 
 
性  质 ： 
成份 ： 特殊类型酵素 
外观 ： 棕色液体 
酸碱值 ： 6  1 
溶解性 ： 可溶解于任何比例的水中 
储存性 ： 在 25 oC 储存条件下，CHEMINOX 150L 可保持其活性至少三个月，不

利的保存条件，将导致要增加用量，因此建议低温保存。 
 
特  性 ： 
因为有些染料，如：活性染料，对氧化剂非常敏感，所以在染色前彻底清除纺织品及其水浴中的残

留双氧水是非常重要的，CHEMINOX 150L 氧漂生物净化工艺能提供下列优点： 
 
1. 节约用水 ： CHEMINOX 150L 生物净化工艺只需要一道冷洗，甚至可以不用水洗，

并可以与染色工艺同浴。 
2. 缩短时间 ： 氧漂生物净化工艺可在 10 - 20 分钟完成。 
3. 节能降耗 ： 工艺执行过程中无需加热，工艺流程短，因此降低能源电力消耗。 
4. 安全染色 ： 在这个简单易控的工艺中，双氧水可以有效地被去除。同时，CHEMINOX 

150L 对染料和纺织品毫无影响。 
5. 绿色工艺 ： 双氧水被分解成天然组分水和氧气，而不生成硫酸盐或氮盐等有害物质。
 
应  用 ： 
适用于一般练漂之前处理工程 0.04 - 0.1 克/升。 
 
下面推荐用于间歇式加工设备中的生物净化工艺，如：纱线染色机，喷射溢流染色机，绞盘染色机

和卷染机等。 
1. 放掉用过的漂液。 
2. 冷水清洗一次，或直接加入冷水到适合染色的浴比。 
3. 控制 pH 在 6 - 8，温度低于 50oC。 
4. 加入 0.04 - 0.1 克/升 CHEMINOX 150L。﹝如果用于连续设备上或某些处理时间不宜过长的

情况，可以分别将用量加大至 0.5 克/升﹞。过量使用 CHEMINOX 150L 不存在任何风险。 
5. 运转 10 - 20 分钟后，可以检测双氧水是否完全分解（这可以使用 Merck 双氧水试纸来检测）。 
6. 继续在同浴中进行染色工艺。 
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